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Before starting, ensure all devices and applications are running on the correct firmware and software versions:

Battle Born HUB: Firmware v1.08 or higher.

Victron Cerbo: Firmware v3.65 or higher.

Battle Born Mobile App: iOS—v2.0 (3) or higher (check under Settings); Android—v2.0 (30) or higher (check under Settings).

Configuration Steps

a. Power the HUB using the supplied DC-DC converter or a USB-A to USB-C adapter through the unit’s USB-C port.

b. Connect the HUB to the Victron Cerbo:

               i. Direct Connection: Use a WS to VE cable (blue side connected to the Cerbo).
               ii. Indirect Connection: Use the appropriate cable for the intermediate device.

1. Power & Connect the HUB

a. Open the Battle Born Mobile App

b. If you have an existing system configured, delete that system
     and reconfigure it (see Step 2c).

c. Tap the        button to start creating a new system.

d. In System Specifications, choose RV-C under External Protocol.

     Once setup completes, the HUB will automatically begin

     sending RV-C messages.

2. Delete & Re-Setup the Battery Bank System (within the Battle Born Mobile App)

a. From your Device List, go to Settings > Services

b. Click VE.Can Port and navigate to CAN-bus profile

c. Change the network type to RV-C (250 kbits/s).

d. If the HUB does not appear after these steps, remove power
     from the HUB’s USB-C port, wait 2 minutes, and then reconnect
     it. The HUB should now appear.

     The HUB should now appear in the Cerbo device list as “Battle Born HUB”

3. Configure the Cerbo

a. On the Cerbo, go to: Settings > DVCC.

b. Enable DVCC.

c. Disable the following settings (the HUB provides accurate sensor data):

               i. Shared Voltage Sense.       ii. Shared Current Sense.       iii. Shared Temperature Sense.

d. Under Controlling BMS, confirm that Battle Born HUB is selected (either manually or via automatic detection).

4. Enable HUB Control of Victron Devices Optional
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The Battle Born HUB is now configured to communicate with the Victron Cerbo over RV-C.
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